
REV J DATE: 10/13/2022 

Model C3Z3667éééé..36òL* x 41 7/8òD** x 68 5/8òH*** 
Model C3Z4867éééé..48 1/8òL* x 41 7/8òD** x 68 5/8òH*** 
Model C3Z4867.5884A.....48 1/8òL* x 32 75òD~ x 45 5/16òH*** 
Model C3Z6067.5884B.....60 1/2òL* x 32 75òD~ x 66 5/8òH*** 
 

   * Includes end panels. 
  ** Without Flip-Up Ledge Raised.  54 1/2ò when Raised. 
  ~ Without Flip-Up Ledge Raised.  45 3/8ò when Raised. 
***  With Levelers Extended 1 1/2ò below Base Frame. 
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OVERVIEW 
 

¶ These Structural Concepts merchandisers are 
designed to merchandise packaged products at 41 ÁF 
(5 ÁC) or less product temperatures. 

¶ Product must be pre-chilled to 41 ÁF (5 ÁC) or less 
prior to being placed in the merchandiser. 

¶ Cases should be installed and operated according to 
this operating manualôs instructions to ensure proper 
performance.   

¶ Improper use will void warranty. 
 
TYPE 1 vs. TYPE 2 CONDITIONS 
 

This unit is designed for the display of products in ambient 
store conditions where temperatures and humidity are 
maintained within a specific range.   
 

¶ For Type 1 Conditions (most cases): ambient 
conditions are to be at 55% maximum humidity and  
maximum temperatures of 75 ÁF (24 ÁC).   

¶ For Type 2 Conditions: ambient conditions are to be at 
55% maximum humidity and maximum temperatures 
of 80 ÁF (27 ÁC).   

¶ If unsure if unit is designed for Type 1 or Type 2 
conditions, see tag next to serial label.  See SERIAL 
LABEL LOCATION & INFORMATION LISTED / 
TECH INFO & SERVICE section in this manual for 
sample serial labels. 

 
COMPLIANCE 
 

¶ Performance issues when in violation of applicable 
NEC, federal, state and local electrical and plumbing 
codes are not covered by warranty. 

¶ See below compliance guideline. 
 
WARNINGS 
 

¶ This sheet contains important warnings to prevent 
injury or death. Please read carefully! 

WARNING 
 

Hazardous moving parts.  Do not operate unit with covers removed.   
Fan blades may be exposed when deck panel is removed.   

Disconnect power before removing deck panel. 

WARNING  
  

Risk of electric shock. Disconnect power before servicing unit. 
CAUTION!  More than one source of electrical supply is                        
employed with units that have separate circuits.   

Disconnect ALL ELECTRICAL SOURCES before servicing. 

WARNING  
 

Condensate Pan (or Overflow Condensate Pan) is Hot!   
Electric condensate pan must be disconnected and allowed  

to cool before cleaning or removing from case. 

 

WARNING 

ELECTRICAL 
  HAZARD 

 

WARNING 
KEEP 
HANDS 
CLEAR 

 

WARNING 

HOT 
SURFACE 

COMPLIANCE 
 

This equipment MUST be installed in compliance with 
all applicable NEC, federal, state and local  

electrical and plumbing codes. 

OVERVIEW / TYPE / COMPLIANCE / WARNINGS / PRECAUTIONS / WIRING / PLUGS  -  PAGE 1 of 2  

WARNING: This product can expose you to chemicals, including 
 Urethane (Ethyl Carbamate), which are known to the state of  

California to cause cancer and birth defects or other reproductive  
harm. For more information go to P65Warnings.ca.gov. 



4 

OVERVIEW / TYPE / COMPLIANCE / WARNINGS / PRECAUTIONS / WIRING / PLUGS  -  PAGE 2 of 2  

CAUTION!  GFCI BREAKER USE REQUIREMENT 
 

If N.E.C. (National Electric Code) or your local code                                                  
requires GFCI (Ground Fault Circuit Interrupter) protection,                                
you MUST use a GFCI breaker in lieu of a GFCI receptacle. 

CAUTION!  LAMP REPLACEMENT GUIDELINES 
 

LED lamps, they must reflect specific size, shape and overall  design.  
Any replacements must meet factory specifications. 

 

Fluorescent lamps have been treated to resist breakage  
and must be replaced with similarly treated lamps. 

CAUTION 

PRECAUTIONS 
 

¶ This sheet contains important precautions to prevent 
damage to unit or merchandise. Read carefully! 

 
WIRING DIAGRAM 
 

¶ Each case has its own wiring diagram folded and in its 
own packet. 

¶ Wiring diagram placement may vary; it may be placed 
near ballast box, field wiring box, raceway cover, or 
other related location. 

REFRIGERANT DISCLOSURE STATEMENT 
 

¶ This equipment is prohibited from use in California with 
any refrigerants on the ñList of Prohibited Substancesò 
for that specific end-use, in accordance with California 
Code of Regulations, title 17, section 95374.  

¶ This disclosure statement has been reviewed and 
approved by Structural Concepts and Structural 
Concepts attests, under penalty of perjury, that these 
statements are true and accurate. 

CAUTION!  POWER CORD AND PLUG MAINTENANCE 
 

 Risk of electric shock.  If cord or plug becomes damaged,                       
replace only with cord and plug of same type.   

CAUTION! CHECK CONDENSATE PAN, ITS POSITION & PLUG! 
 

 Water on flooring can cause extensive damage! 
 

¶  Before powering up case, check that condensate pan is positioned 
   directly under caseôs condensate drain.  
¶ Before powering up case, check that condensate panôs electrical plug is 
SECURELY connected to condensate systemôs receptacle.   
¶ If wicking material is used in condensate pan, check that it is secure. 

CAUTION! ADVERSE CONDITIONS / SPACING ISSUES 
¶ Performance issues caused by adverse conditions are NOT warranted. 

¶ To prevent damage to end panels due to condensation, apply industrial grade 
silicone sealant and tightly join to opposite end panels. When not adjoining 
cases, keep end panels at least 6ò away from walls and structures. Rear     
panels must also be kept at least 6ò from walls and structures. 

¶ Case must not be exposed to direct sunlight or any heat source. 

¶ To maintain proper case temperature, keep case at least 15-feet from exterior 
doors, overhead HVAC vents or any air curtain disruption. 

¶ Self-contained case clearance: 6ò min. air intake / 6ò min. air discharge. 

CAUTION 



5 

INSTALLATION: SHIPPING BRACKETS / SKID REMOVAL 

Slide Skid Out 

Note: 
¶ Case can be repositioned with pallet truck when 
front lower panel is removed.   

¶ Blocking may be necessary to obtain adequate 
height.   

¶ Unit will have either levelers or casters. 
¶ If unit has levelers, see next page for 
instructions. 

2.  Remove Unit From Skid 

¶ Slide unit to rear of skid; tip backward off skid. 

¶ Make certain to maintain appropriate support to 
prevent Case from tipping over and falling. 

Maintain Appropriate 
Support to prevent 
Case from tipping 
over and falling. 

Various Types Of 
Case Shipping 
Brackets 

1.   Removing Case Shipping Brackets That 
Are Attached To Skid 
¶ Remove screws holding Case Shipping Brackets to 
skid. 

¶ Remove Case Shipping Brackets from Skid. 
¶ See illustrations below.  Note: Shipping Brackets 
will vary in size, shape, material and location 
depending upon case type and model. 

 

  

Case 
Shipping 
Brackets 

Ramp 
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